Emergency Lighting
Management

Energy
Conservation

Features

The BLTC-I 120 or 277 is a self-contained power
supply and low voltage relay housed in a V94 flame
retardent plastic housing.

Includes six 36” color-coded, numbered and tinned
leads for easy wiring

Designed to be installed in a fixture channel

High capacity for up to 10 amps load.

Universal load compatibility - operates magnetic and
electronic ballasts, high power factor fluorescent and
incandescent loads.

Single voltage: 120 or 277

3 separate status indicators (NEC700-7)

50,000 volts plus input surge protection

On-board test switch for local inspection
(NEC 700-4)

UL 924 listed

The BLTC-l is designed to override switches in case
of loss of utility power. The BLTC-l accepts switch
inputs from photo cells, time clocks, etc. allowing
emergency fixtures to be switched.

The BLTC-l can be factory installed by Lithonia
Lighting in the fixture channel or in the field by a
licensed electrician. The BLTC-l coding number is
Q201427X for 120 volt or Q201428X for 277 volt.

Ordering Information

TYPE

BLTC

CATALOG NUMBER

Specification-Grade Emergency Lighting Control
For Installation In A Ballast Channel

LENGTH: 6-3/4”

WIDTH:  1-1/2"
HEIGHT: 1-1/4”
T )
#1 Black
#2 Red
#3 White

#4 White w/ Blue

#5 Yellow

#6 Blue

NEC and NFPA Requirements
BLTC-I shall always failsafe to on utilizing mechanically
held contacts (NEC 700-BC and NFPA 110.4-2.4.1).

UL 924 Requirement

Test switch: UL924 spec. 29. effective June 1, 2001
(NEC 700-4). Local Test Switch is incorporated as a
UL924 requirement. Separate Red light emitting diode
(LED) indicators for Emergency Power and Amber LED
for Normal Utility Power are designed for inspectors to
check that source connections are correct.

BLTC |

MODEL SERIES INSTALLATION VOLTAGE OPTION

BLTC | F1 Factory Installed 120 FAIl
CI Contractor Installed 277
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UL924 LISTED MAXIMUM EMERGENCY
OUTPUT CONNECTED LOAD:

10 Amps at 60Hz, 120 or 277 volt
(National Electric Code NEC 700-3).

e BLTC units use 30 Amp UL rated N.O. and N.C.
contacts, de-rated to 10 Amp load for reliability.
BLTC-I shall be able to withstand 10 direct shorts
without permanent damage when connected to a 20
Amp breaker (NEC 700-5).

e BLTC units are D.C. controlled for more positive
relay closure with 50,000 volts plus input surge
protection.

e BLTC units have on board test switch for local
inspection (NEC 700-4) and 3 separate *Status
Indicators (NEC 700-7).

e BLTC units have UL 94V-0 Flame Rating.

e BLTC units have capability of withstanding 15%
under or over voltage and do not generate any
objectionable or noticeable electrical or audible
noise.

e BLTC-I units continually monitor emergency distri-
bution system with integral LED indicator, and fail-
safe to emergency power on (NEC 700-6C and
NFPA 1104-2.4.1).

e Remote unit available.

*Status Emergency Light Indicators:




